FONTARGEN A 338 F L
Silver brazing alloy, cadmium free | fontargen brazing

EN ISO 3677: B-Ag38 ZnCuMnNi-680/700

Composition, typical analysis (% w/w):

[ Ag [ Zn [ Cu [ Mn [ Ni |
[ 38 | Balance | 26,0 | 7.0 [ 35 |

Mechanical and physical properties:

Working temperature: 700 °C
Melting range: 680 - 700 °C
Specific gravity: 8.8 g/cm3
Tensile strength: 525,0 N/mm?

Characteristics / Applications:

Nickel- and manganese-bearing silver brazing alloy with very good wetting
properties on steel and hard metals, therefore ensuring very tough joints. Gap
brazing of hard metals in combination with steel, tungsten, tantalum and
molybdenum materials.

Heat sources:
Acetylene torch, induction and resistance heating

Flux:
F 300 - Series, particularly recommendable: F 300 HF Ultra

Availability:
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Allinformation concerning our products, equipment and processes s based on exlensive research work and application technology experience. We provide these results orally and in
writing in all conscience; this not however exempting the consumer from the obligation to check our products and processes on his own responsibilty, especially if the application and
process has not been expressly approved by us in writing. The test certficates enclosed do not exempt the user from carrying out correct incoming goods inspections in accordance
with Sections 377/378 HGB (German commercial code). Numbers 10 and 11 of our General Terms of Sale and Delivery have validit for any damaging events,



