Silver brazing fluxes -
in accordance with DIN EN 1045 (DIN 8511) | fontargen brazing
The fluxes featured in the FONTARGEN program are adjusted to match the

working temperature of the silver brazing alloy or to suit the base material
being brazed.

F 300 (FH 10/ F-SH1) white powder, corrosive

for brazing of copper and copper alloys, nickel and nickel alloys, alloyed and
unalloyed steel. Mixed with distilled water, the powder becomes an easy to
spread flux paste.

F 300 H Ultra (FH 10 / F-SH1) white, easy to spread paste, corrosive
for brazing of copper and copper alloys, nickel and nickel alloys, alloyed and
unalloyed steel. Slightly increased temperature stability in comparison to F
300 S.

F 300 H Ultra NT (FH 10 / F-SH1)white, easy to dose flux paste, non toxic
and corrosive for brazing of copper and copper alloys, nickel and nickel
alloys, alloyed and unalloyed steel. Well suited for mechanical brazing e.g.
flame brazing.

F 300 HF Ultra (FH 12 / F-SH1) dark, easy to spread paste, corrosive

for brazing of copper and copper alloys, nickel and nickel alloys, alloyed and
unalloyed steel as well as hard metals. Particularly well suited for higher
temperatures of max. 850 °C.

F 300 DN (FH 10/F-SH1) white, easy to dose flux paste, corrosive
for brazing of copper and copper alloys, nickel and nickel alloys, alloyed and
unalloyed steel. Well suited for mechanical brazing e.g. flame brazing.

F 3400,F3400S (not standardised) clear sprayable liquid, slightly
corrosive
for brazing of copper and copper alloys. The flux supports the fluidity of the

solder in conjunction with RAPIDFLUX and copper-phosphor-silver alloys.
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Allinformation concerning our products, equipment and processes s based on extensive research work and application technology experience. We provide these resuits orally and in
witing in all conscience; this not however exempting the consumer from the obligation to check our products and processes on his own responsibiliy, especially i the application and
process has not been expressly approved by us in writing. The test certficates enclosed do not exempt the user from carrying out correct incoming goods inspections in accordance
with Sections 377/378 HGB (German commercial code). Numbers 10 and 11 of our General Terms of Sale and Delivery have validity for any damaging events.



